
10 t
R A T E D  C A P A C I T Y  P E R  P A D

80 t
C O M B I N E D  C A P A C I T Y

485 × 800 mm
P A D  S I Z E

IP65
P A D  P R O T E C T I O N

O V E R V I E W

Who it's for
For multi-axle vehicles where every wheel
is weighed at once. Supplied as an eight

pad kit.

F E A T U R E S

S P E C I F I C A T I O N

Model number SW-PRO-8

Part number SW-P4880LW

Pads per kit 8

Rated capacity per pad 10 t

Combined rated capacity 80 t

Safe overload 120 % of rated capacity (12 t per pad)

Pad size 485 × 800 mm

Pad weight 28 kg per pad

Method Static, one pad under each wheel

Connection Wireless, pads to display

Indicator Wireless display unit in carry case

Printer Built-in thermal printer

Ingress protection IP651

Calibration 1 year calibration included

D A T A S H E E T

S W - P R O - 8

SW-PRO-8
Weigh Pad Kit
10 t pads, 8 pad set, larger platform

Eight 10 t pads on a 485 × 800 mm platform, with a wireless
display and built-in printer. Weigh four axles in one go.

Eight 10 t pads, 80 t combined

485 × 800 mm platform, 28 kg per pad

Wireless display with built-in thermal
printer

Spirit level set into each pad surface

IP65 rated pads for dust and water jets

1 year calibration included with every kit
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S W - P R O - 8  W E I G H  P A D  K I T  ·  D S - S W - P R O

I N  T H E  B O X

8 × weigh pads
485 × 800 mm, 10 t each

1 × wireless display
In carry case, built-in printer

8 + 1 chargers
One per pad, one for the display

8 × antennas
One per pad

1 year calibration
Included with every kit

P A D  F O O T P R I N T

485 mm
800 mm

Plan view, to scale. Dashed line shows the weighing area of the
pad. Keep the whole tyre contact patch on the pad.2

O N E  P A D  U N D E R  E V E R Y  W H E E L

8  P A D  S E T ,  8  W H E E L S

C H O O S I N G  Y O U R  K I T

V E H I C L E  W E I G H T K I T

Up to 3.5 t, 4 wheels SW-MINI-4 or SW-COMPACT-4

3.5 t to 7.5 t, 4 wheels SW-COMPACT-4

Over 7.5 t, 4, 6 or 8
wheels

SW-STANDARD-4, SW-LARGE-4 or
SW-PRO-8

More than 10 t on one
wheel

SW-HEAVY-4

O R D E R I N G  I N F O R M A T I O N

M O D E L  N O . P A R T  N O . P A D S P E R  P A D K I T

SW-PRO-8 SW-P4880LW 8 10 t 80 t

1 IP65 means protected against dust and low-pressure water jets. The pads are not for immersion.
2 Weigh each wheel on a firm, level surface with the whole tyre contact patch on the pad. Each wheel load must stay within the rated capacity per pad.
Specifications can change as the manufacturer updates the product. Check the part number and revision before ordering.

1 year
C A L I B R A T I O N  I N C L U D E D

Every kit includes a 1 year calibration. SmartWeigh offers calibration services after that, so
you can keep your pads in date. Call 01603 485153 to book or to ask which kit suits your vehicle.
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